
STIFFNESS ANALISYS

225mm 325mm 425mm dP = 5kg load

FRAME STIFFNESS 1,19kg/mm 0,74kg/mm 0,44kg/mm
RA 93,0 RA 63,5 RA 44,0

46% -41%

225mm 325mm 425mm dP = 5kg load

COMBINED STIFFNESS 1,68kg/mm 1,30kg/mm 0,80kg/mm
RA 125,5 RA 100,0 RA 68,0

26% -38%
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SWEETSPOT ANALISYS

SWEETSPOT ALTO 2,57 kg/mm 132% 0,0% 2,57 kg/mm 132%
SWEETSPOT CENTRALE 1,95 kg/mm 100% 0,0% 1,95 kg/mm 100%
SWEETSPOT BASSO 1,77 kg/mm 91% 0,0% 1,77 kg/mm 91%
SWEETSPOT LATERALE-A- 1,91 kg/mm 1,91 kg/mm
SWEETSPOT LATERALE-B- 1,93 kg/mm 1,93 kg/mm
SWEETSPOT LATERALE-A+B- 1,92 kg/mm 99% 0% 1,92 kg/mm 99%
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AREA UTILE DI IMPATTO 
(optimal impact zone)

AREA RANGE UNIFORME DI TENSIONI 
(uniform tension range on the stringplane)
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RACQUET DIAGNOSTIC ANALYZER

incordata Poly 20kg - assetto da gioco con corde - overgrip - dumper

weight 335 g
balance 32,4 cm
swingweight 323 kgcmq
spinweight 341 kgcmq
twistweight 18 kgcmq
recoilweight 154,9 kgcmq
length 68,5 cm

numero corde verticali 16
numero corde orizzontali 19

frame stiffness 63,5 RA
average stringbed stiffness 21,17
theoretical swingweight 352 kgcmq
polarization index 0,92 5,9/10

PRO-T-ONE RACQUET SCORES
POWER 7,0 (1-10)

SPIN ATTITUDE 6,5 (1-10)

STABILITY 7,5 (1-10)

MANEUVERABILITY 7,5 (1-10)

CONTROL 7,5 (1-10)

CONFORT 7,5 (1-10)

ARM PROTECTION 7,0 (1-10)
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